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Scheda Tecnica - Data Sheet

TERMOSTATICI - THERMOSTATIC MIXERS

INOX

Art. 02B.050.38.12T.12M.ORX.BOX.5 12"
02C.050.38.12T.12M.0RX.BOX.5 %"

Miscelatore termostatico incasso con deviatore
Thermostatic built-in mixer with two way diverter

Linea INOX
INOX Line

OPERATING SPECIFICATIONS

Hot water supply temperature:
Maximum: 85°C - Advisable: 65°C
Minimum:  5°C

Operating Pressure
Maximum:
Minimum:

5 Bar
0.1 Bar

Disegno Tecnico - Technical Drawing

@10

10

G 1/2"or G 3/4"

@42

G 1/2"or G 3/4"

D42

20 2
59 2:21,5

132

NPT 1/2" or NPT 3/4"

NPT 1/2" or NPT 3/4"

G 1/2"or G 3/4"
/NPT 1/2" or NPT 3/4"

® N
CQ‘Q @‘of

O
wn

168
174
183
200

G 1/2'or G 3/4"
/ NPT 1/2" or NPT 3/4"

81
120

138

140

Ombg s.r.l. - Via Casale 34/A - 28010 Bolzano Novarese (NO) - Italy - Tel. +39 0322/982303 r.a.- Fax +39 0322/982122



